
10.4”  professional monitor finished in aluminium, inox or glass,
for wall integration

Ref. AH10d_A/I/G

GenerAl specIfIcAtIons
lcd type  10.4’’ tft Active Matrix
cabinet Available with front in aluminium (A), inox (I),  
 or glass (G). With mounting box
controls (*) Digital rear

dIsplAy
Brightness  250cd/m2

contrast ratio  400:1
Resolution (dots)  800 (h) x 600 (v)
Pixel  0.264 (h) x 0.264 (v) mm
Viewing angle  45°/55° (u/d) / 65°/65° (l/r)
Viewing area  211.2 (h) x 158.4 (v) mm
life lamp  30,000 hrs

Inputs & outputs (*)
Data input  Rgb SubD 15 (1 input), DVI-D (1 input)
 
 
 
 

 
 
 

electrIcAl
External power supply  100/240 Vac, 50/60Hz - 12Vdc, 5.5A
Power consumption 40W

MecHAnIcAl
dimensions tbD
Weight 5 Kg
 
otHer
response time  tr 6 ms, tf 19 ms
Temperature Operating +0°C ~ +40°C, 
 Storage -20°C ~ +60°C
 
optIons
pG10 (**) Protection glass
ts10 SAW touch screen
pc Intel 945gSE/ICH7 M Chipset 
 Onboard Intel Atom N270 1.6gHz CPU 
 One 200 pin SODIMM up to 2gb DDR2 
 400/533 SDRAM 
 2 Intel 82583V gigabit Ethernet 
 2 SAtA 
 1 Cf slot 
 2 USb, 1 COM RS232
 

Arthur Holm is a registered brand by Albiral Display Solutions SL. Specifications subject to changes without previous notice.  Rev 03 / 12
(*) Not avilable with PC option
(**) Not available with touch screen option

Drop


